AMSOIL Filter Change Recommendations

Lube Filters

Vehicles with Gasoline or Diesel Fueled Engines

e EaO: Change filter at time of oil change up to 25,000 miles or one-year service life, whichever comes first, when
used in conjunction with AMSOIL Synthetic Motor Oil.

* Donaldson Endurance: Heavy-duty commercial vehicles and off-road equipment, when used in conjunction with
AMSOIL Synthetic Motor Qil, change filter up to two times longer than OEM recommendations, not to exceed
60,000 miles for on-highway diesel applications. Always change oil filter at the time of oil change.

* WIX: OEM recommendations extended to match drain intervals of AMSOIL XL Motor Qils.

Stationary Engines

e EaO and Donaldson Endurance: Up to two times longer than OEM" recommendations. Always change oil filter at
time of oil change.

* WIX and Donaldson P Series: OEM" recommendations.

Motorcycles
* EaOM: For maximum engine protection, AMSOIL recommends changing the EaOM every time you change oil.

e WIX: OEM* recommendations.

Air Filters

Vehicles with Gasoline or Diesel Fueled Engines

e EaA: Change every four years or 100,000 miles whichever comes first, provided the filter is cleaned according to
AMSOIL recommended procedures every year or 25,000 miles, whichever comes first. Not applicable for off-road,
frequently dusty or other severe-duty applications. Clean and change more often as determined by operating condi-
tions or as indicated by restriction gauge.

* WIX and Donaldson P Series: OEM recommendations or restriction gauge.

e EaAU: AMSOIL recommends cleaning per restriction gauge if the vehicle is so equipped. Otherwise, clean the filter
according to operating conditions. Extremely dusty environments will require more frequent cleaning.

Heavy-Duty Commercial Vehicles and Off-Road Equipment

e Donaldson Endurance: Change per restriction gauge. Donaldson guarantees Endurance Air Filters will last twice
as long as standard filters; otherwise Donaldson will provide a new filter at no charge. See Donaldson Endurance
air filter program rules below.

« WIX and Donaldson P Series: OEM" recommendations or restriction gauge.

Stationary Engines

* EaA: Change every four years, provided the filter is cleaned according to AMSOIL recommended procedures every
year. Not applicable for off-road, frequently dusty or other severe-duty applications. Clean and change more often
as determined by operating conditions or as indicated by restriction gauge.

e Donaldson Endurance: Change per restriction gauge. Donaldson guarantees Endurance Air Filters will last twice
as long as standard filters; otherwise Donaldson will provide a new filter at no charge. See Donaldson Endurance
air filter program rules below.

« WIX and Donaldson P Series: OEM" recommendations or restriction gauge.

Motorcycles
e EaAM: Clean the EaAM Filter every year or according to operating conditions. Extremely dusty environments will

require more frequent cleaning. The EaAM Filter should be changed every four years.
* PSFA: Clean and oil the Power Sports air filter every time you wash your motorcycle/ATV or as riding conditions
dictate.

Donaldson PowerCore Applications
* Per OEM recommendations or restriction gauge.

*original equipment manufacturer
Donaldson Endurance Air Filter Program Rules

* Use only Donaldson Endurance Air Filters. * Maintain accurate maintenance records.
* Have accurate records of current cellulose media change * Provide filter for inspection.
intervals. » Standard Donaldson warranty terms and conditions apply.

* Keep accurate track of miles driven with Donaldson
Endurance Air Filters.

EaA Cleaning Instructions: Every year or 25,000 miles or as required
e Carefully remove filter from the housing. Clean the housing with a shop towel being careful not to knock contaminants into the air inlet.
¢ Cleaning can be done by two methods:

1. Vacuum Cleaning: Place the filter on a flat surface and carefully vacuum the filter media on the dirty side where the incoming airflow
enters the filter. Be careful not to rub the filter pleats with the vacuum cleaner attachment too aggressively as this may damage the
filter. Using a vacuum with too much suction may damage the filter.

2. Shop Air Cleaning: Hold the filter with one hand and carefully blow the filter media at a 45-degree angle on the clean side of the fil-
ter using low-pressure (15 to 20 psi) shop air. Be careful not to rub the filter pleats with the air nozzle as this may damage the filter.
Using too high of air pressure will damage the filter media.

* Reinstall the filter into the air filter housing and secure.




Drivetrain Applications and Service Intervals

Automatic Transmission Fluid Recommendations
Synthetic Universal Automatic Transmission Fluid (ATF)

Recommended for use in most domestic and foreign automotive and light truck transmissions up to 50,000 miles under
severe service® and up to 100,000 miles under normal service*, or according to OEM intervals, whichever is longer. Also
recommended for heavy-duty transmissions such as Allison, Voith and ZF according to the transmission OEM extended
oil drain interval for synthetic oil.

Torque-Drive Synthetic Automatic Transmission Fluid (ATD)

Recommended for use in heavy-duty transmissions according to the OEM extended drain recommendation for synthetic
oil including Allison TES-295, ZF TE-ML 14C and Voith G1363. Also recommended where DEXRON® IIl or MERCON® is
specified. In DEXRON® Il or MERCON® applications, use up to 50,000 miles under severe service* and up to 100,000
miles under normal service*, or according to OEM intervals, whichever is longer. See the G-1966 for further details.

Synthetic SuperShift® Racing Transmission Fluid (ART)
Recommended for use in racing and high performance applications where no slip clutch performance is desired. No set
drain interval recommendation is made.

* As defined by the OEM. Where absent, Severe Service should be defined as excessive engine idling, continuous stop and go city driving, and
frequent towing, plowing or hauling.

Manual Transmission Qil Recommendations

Synthetic Manual Transmission & Transaxle Gear Lube (MTG)

Recommended for synchronized manual transmissions and transaxles that require 75W-85, 75W-90 or 80W-90 API GL-4
extreme pressure gear lube, muscle car transmissions, Gear Vendors gear splitters, as well as a replacement for GM part
#12346190 and Chrysler part #4874459. Under normal operating conditions AMSOIL MTG will last two times longer than
conventional petroleum GL-4 gear oils. Where the OEM recommends synthetic oils, follow that drain interval (such as NV
4500). See AMSOIL G-2077 for further details.

Synthetic Manual Synchromesh Transmission Fluid (MTF)

Recommended for automotive and light truck applications that use a non-extreme pressure, highly friction modified syn-
chromesh transmission fluid. Transmissions & transaxles include some models of New Venture, Tremec, Land Rover, MG,
Mini Cooper and Honda. AMSOIL MTF is a direct replacement for GM and Chrysler synchromesh fluids. Recommended
for 50,000-mile service intervals or longer (up to 150,000 miles) as indicated in the owner’s manual.

Differential Gear Lube Recommendations

* Severe Gear Synthetic Extreme Pressure (EP) Lubricants 75W-90 (SVG) & 75W-140 (SVO)
e Long Life Synthetic Gear Lubes 75W-90 (FGR) & 80W-140 (FGO)
e Synthetic Gear Lube 80W-90 (AGL)

Consult the owner’s manual or the Original Equipment Manufacturer (OEM) to establish Normal or Severe service.

Product/Classification Normal Service Severe Service
SVG. SVO. FGR. FGO. AGL Drain at 100,000 miles of service or Drain at 50,000 miles of service or
C ’ SLjV L" ht T, ’ K ’ according to the owner’s manual, according to the owner’s manual,
ars, S, Light rucks whichever is longer. whichever is longer.
FGR. FGO Follow the OEM drain interval (miles or hours) for synthetic oil up to 500,000

miles or three years, whichever comes first. Otherwise, drain at twice the OEM
interval for petroleum oil.

SVG. SVO. AGL Follow the OEM drain interval (miles or hours) for synthetic oil up to 250,000
’ ’ miles or three years, whichever comes first. Otherwise, drain at twice the OEM
interval for petroleum oil.

SVG, SVO, FGR, FGO, AGL Follow the OEM drain interval (miles or hours) for synthetic oil up to 120,000
: miles or one year, whichever comes first. Otherwise, drain at twice the OEM
Heavy Duty Off-Road Vocational interval for petroleum oil.

Heavy Duty Class 8 Line Haul

Heavy Duty Class 8 Line Haul

¢ For non-differential service such as MT-1 manual transmission applications, consult owner’s manual or the OEM for a synthetic
oil service interval. Where no synthetic oil service interval exists, drain at twice the interval for petroleum oil.

* Gear oils should be changed more frequently when operating in dusty or dirty conditions unless the gear system is sealed or
equipped with membrane type breathers.

* AMSOIL does not support extended drain intervals where water contamination occurs. Check and service the gear oil frequently
when water contamination is possible.
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